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[57] ABSTRACT 

A system for implementing a wait cursor at a system 
level. An event driver accepts user driven events, such 
as keyboard operations or mouse actions, time stamps 
them and provides them to a window server. The win- 
dow server provides the event to an event queue of an 
associated program. This event is referred to as the 
“lastEventSent”. The time stamp associated with that 
event remains with the event through each stage of 
execution. Each time a program completes execution of 
an event, the program notifies the window server of the 
time stamp of the event. This event is referred to as the 
“lastEventConsumed”. The time stamp of the lastE- 
ventSent is compared to the time stamp of the las- 
tEventConsumed. If the time stamp of the lastEvent- 
Sent is not equal to the time stamp of the lastEventCon- 
sumed, the time stamp of the lastEventSent is compared 
to the currentTime. If the difference between the time 
stamp of the lastEventSent and the currentTime ex- 
ceeds a threshold value, a wait cursor is implemented. 

24 Claims, 8 Drawing Sheets 
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LastEventSent: EIT1(A) 


LastEventSent: E2T2(A) 

LastEventConsumed: - 
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Time: T1 


Time: T2 
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LastEventConsumed: E1T1(A) 
CtxtTimedOut: False 
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LastEventSent: E3T3(A) 


LastEventSent: E5T5(B) 

LastEventConsumed: E1T1(A) 


LastEventConsumed: E0T0(B) 
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METHOD AND APPARATUS FOR IDENTIFYING 

WAIT STATES AND FOR PROVIDING A WAIT 
CURSOR IN A COMPUTER SYSTEM 

This is a continuation of application Ser. No. 579,397 
filed Sep. 6, 1990. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

This invention relates to the field of computer sys- 
tems, and in particular to a method and apparatus for 
identifying wait states and providing a wait cursor dur- 
ing computer system operation. 

2. Background Art 

In a multi-tasking environment, a plurality of com- 
puter programs, such as application programs (hereinaf- 
ter referred to as “programs”), can be used simulta- 
neously by a computer user. Each program may have 
one or more associated windows into which its display 
data will be displayed on a display device, such as a 
video or liquid crystal display. A user may enter com- 
mands and interact with a program by manipulating 
data or images in a window, or by selecting operations 
from a menu associated with the window or associated 
program, using input devices such as a mouse, key- 
board, joystick, cross-key, or the like. Such input de- 
vices may also operate as position translating devices, 
which can be used to position a graphical, on-screen 
pointer, such as a cursor. A cursor functions, for exam- 
ple, to indicate a character to be revised or to indicate a 
position where data is to be entered or an operation is to 
be performed. A cursor, in some form or appearance, is 
typically present on the computer display. Manipulation 
of an input device by a user will result in a correspond- 
ing movement of the cursor. Thus, for example, move- 
ment of a mouse results in movement of the cursor in 
the same direction. 

A cursor may have different appearances depending 
on its function and the state of the computer system. 
For example, when positioned in a text field on a com- 
puter display, the cursor may have the appearance of an 
“I-beam”, or a blinking vertical line. The position of the 
cursor in a text field indicates the location of the next 
character that will be entered by the user, typically via 
a keyboard. The cursor may have other appearances 
depending on its function. In a drawing or painting 
program, the cursor may be represented as a paint 
brush, pencil, eraser, bucket, or other graphic form. 

The cursor may also take the shape of an arrow or 
pointer when positioned over user-selectable operations 
or when it is used to select graphical elements, such as 
windows. To select and activate a desired operation 
with the cursor, it may be positioned over a graphical or 
text representation of the operation. A button located 
on a mouse input device may be depressed and/or re- 
leased to effectuate the operation. The user is notified of 
the acceptance of the operation for execution by visual 
feedback, usually in the form of some change in an 
image on the computer’s display. This visual response is 
typically generated by one or more programs presently 
in use. These programs generate drawing commands to 
update the display images in response to the selected 
operations. 

In certain circumstances, the provision of the visual 
response that indicates acceptance of a user command is 
delayed or prevented. For example, a user typically 
chooses one operation for execution by the computer, 
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and then selects another operation. The first selected 
operation is often being executed when a user selects 
the subsequent operation. This creates a “wait state” 
during which the program, (and, thus, the display), does 
5 not provide any visual response to indicate acceptance 
of a command made during the execution of the “ac- 
tive” operation. 

To inform the user that the computer is in a wait 
state, prior art programs often provide a mechanism to 
10 change the function and appearance of the cursor to a 
so-called “wait cursor”. The wait cursor provides a 
visual cue to the user to indicate that the user cannot 
select or perform operations during the program wait 
state. When the wait state ends, the program converts 
15 the wait cursor to its non-wait state cursor appearance. 

Prior art methods of providing a wait cursor are 
implemented at the program level. That is, each pro- 
gram includes instructions to determine when to pro- 
vide and to generate a wait cursor. A program level 
20 wait cursor is not of suitable reliability in a multi-tasking 
environment, particularly in a system that uses virtual 
memory. 

When a program is accessed, the code or instructions 
of that program must be resident in main memory. This 
25 main memory is typically random access memory 
(RAM) that stores the instructions to be executed by the 
processor of the computer system. In a virtual memory 
system, main memory is divided into “physical” and 
“secondary” memories. The physical memory is gener- 
30 ally a dynamic random access memory (DRAM) and 
the secondary memory is generally a mass storage de- 
vice, such as a hard disk. The combination of physical 
and secondary memory results in the availability of 
more main memory than can be provided with RAM 
35 alone. 

In a virtual memory system, the program to be exe- 
cuted must be resident in physical memory before it can 
be executed. The program code associated with current 
program operations is likewise stored in physical mem- 
40 ory. The code of other programs not presently running 
or being executed may be stored in secondary memory. 
During “application switching”, that is, when the user 
switches from one program to another, if the code asso- 
ciated with the newly selected program is not resident 
45 in physical memory, it must be “paged in” from second- 
ary memory and stored in physical memory. 

Paging is a computer operation during which the user 
must be advised that a wait state exits, and that no fur- 
ther operations can be acknowledged or performed. 
50 Unfortunately, the program code that determines 
whether a wait cursor should be displayed, and which 
generates the wait cursor, is not resident in physical 
memory until the paging operation is concluded. As a 
result, a wait cursor cannot be provided until the paging 
55 operation is completed. The user will, therefore, not’be 
informed that a wait state exists. In other words, the 
loading of a program results in a wait state and requires 
the display of a wait cursor, but the wait cursor cannot 
be displayed until the program responsible for generat- 
ing the wait cursor is already loaded and executing. 

There are other situations, in addition to program 
switching, during which the prior art fails to provide a 
suitable wait cursor. For example, the size of a program 
may be greater than can be stored in physical memory. 
Portions of the program code therefore must be stored 
in physical memory and the remainder in secondary 
memory. As program operations are performed, re- 
quired code for these operations is paged in from sec- 
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ondary memory to physical memory. If the program 
code that implements the wait cursor is not resident in 
physical memory when a wait state exists, no wait cur- 
sor is provided and the user is not informed of the wait 
state. 

Therefore, it is an object of the present invention to 
provide a method and apparatus for identifying wait 
states and providing a wait cursor that is independent of 
programs executing on a computer system. 

It is another object of the present invention to pro- 10 
vide a method and apparatus for identifying wait states 
and providing a wait cursor that can operate during 
paging operations. 

SUMMARY OF THE INVENTION 15 

The present invention provides a system for imple- 
menting a wait cursor during wait states. A user gener- 
ates events or program processes using an input device 
such as a keyboard or mouse. These events and pro- 
cesses result in the generation of drawing commands by 20 
the program to change the display information, thus 
providing visual feedback of acceptance of the event. 
Each of the events generated is provided to a receiver 
and each event is tagged with a “time stamp” of theCur- 
rentTime. A server distributes the events to appropriate 
programs for execution. The events are provided to 
event queues for sequential execution by the program. 

The time stamp of the event most recently provided 
to the event queue, (the “lastEventSent”) is stored as a 3Q 
variable in a memory. Each time a program completes 
the processing of an event, (the “lastEventConsumed”), 
the time stamp associated with this event is also stored 
in the memory. A first comparator compares the time 
stamps of the lastEventSent and the lastEventCon- 35 
sumed to determine a time difference. If the time stamps 
are not equal, a second comparator compares the time 
stamp of the lastEventSent with the current real time. If 
this time difference exceeds a threshold value, a wait 
cursor is generated and displayed. 40 

The preferred embodiment of this invention is imple- 
mented in an operating system based on the UNIX ® 
operating system developed by AT&T. Part of the 
UNIX operating system kernel is referred to as an 
“event driver”. The event driver accepts user driven 45 
events, such as keyboard operations or mouse actions, 
and provides the events, with an associated time stamp, 
to a window server. The window server provides each 
event to an event queue of an associated program. The 
time stamp associated with that event remains with the 50 
event through each stage of execution. 

Each time a program completes the processing of an 
event, the program notifies the window server of the 
time stamp of the event. At selected interrupts, the time 
stamp of the lastEventSent is compared to the time 55 
stamp of the lastEventConsumed. If the time stamps are 
not equal, the time stamp of lastEventSent is compared 
to theCurrentTime. If this difference exceeds a thresh- 
old value (e.g., 0.5 seconds), a wait cursor is provided to 
inform the user that a wait state exists. The wait cursor 60 
is maintained for a fixed time period. 

Each time an application requests a new event, the 
window server compares the lastEventSent with the 
lastEventConsumed. If the lastEventConsumed has 
“caught up” with the lastEventSent, (that is, the time 65 
elapsed between the lastEventSent and the lastEvent- 
Consumed are equal) a flag is set to indicate that a wait 
state does not exist. 
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The event driver controls the comparison of the time 
stamp information in this invention. The lastEventSent 
and lastEventConsumed are stored in a memory shared 
by the event driver and window server. The event 
driver code is always resident in real memory so that 
the wait cursor can be implemented even during paging 
operations, preemptive scheduling, etc. Thus, the wait 
cursor can be implemented in a multi-tasking environ- 
ment without loss of reliability. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram illustrating event process- 
ing in the preferred embodiment of the present inven- 
tion. 

FIG. 2A is a flow diagram illustrating the operation 
of the present invention. 

FIG. 2B is a flow diagram illustrating the event 
driver algorithm of this invention. 

FIGS. 3A-3E illustrate the memory contents of se- 
lected variables during operation of the invention. 

FIG. 4 is a block diagram of the present invention. 

FIG. 5 is a flow diagram illustrating the operation of 
an alternate embodiment of this invention. 

FIG. 6 is a block diagram of a hardware system for 
implementing this invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

A method and apparatus for identifying wait states 
and providing a wait cursor is described. In the follow- 
ing description, numerous specific details, such as oper- 
ating systems, memory types, etc., are set forth in detail 
in order to provide a more thorough description of the 
present invention. It will be apparent, however, to one 
skilled in the art, that the invention may be practiced 
without these specific details. In other instances, well 
known features have not been described in detail so as 
not to unnecessarily obscure the present invention. 

In the preferred embodiment of this invention, pro- 
grams are event driven. That is, a program is dormant 
until a user clicks on a mouse or keyboard, or otherwise 
initiates an event. The program receives that event and 
responds with a drawing to update the display. A win- 
dow server generates the windowing environment of 
the system and acts as a “dispatcher” for events and 
routes them to the proper program. Each program has 
an associated DPSclient library that stores events in an 
event queue. The program receives the events one at a 
time, responds to the events and generates drawing 
commands as part of the response. The window server 
interprets the drawing commands and controls the 
drawing of the response on the display. 

A block diagram of the computer system used in the 
preferred embodiment of this invention is illustrated in 
FIG. 1. A user interacts with a display using a keyboard 
10 or mouse 11. Interaction of the keyboard 10 and 
mouse 11 generates events which are transmitted, on 
lines 14 and 155, respectively, to an operating system 
kernel 12. The operating system kernel 12 continuously 
resides in physical memory in the computer system of 
this invention. The OS kernel 12 includes an event 
driver 13. The event driver receives events such as 
keystrokes, mouse clicks, and/or other user input and 
provides these events to a shared memory 17 on line 16. 
The shared memory 17 is shared by the event driver 13 
and a window server 19. The window server 19 reads 
the contents of the shared memory 17 on line 18 and 
provides them to a window packages block 20. 
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The window packages block 20 is a group of proce- 
dures that determine which program should receive a 
particular event. The window packages block 20 then 
provides that event to the appropriate program. For 
example, the window packages block 20 can communi- 5 
cate with program 23 on line 21. The window packages 
block 20 communicates with an event queue referred to 
here as DPSclient block 24. DPSclient block 24 enqu- 
eues events directed to the program. The DPSclient 
block 24 forwards the event to program block 23. Pro- 10 
gram block 23 responds to the event, resulting in an 
update to the display. This requires that the program 
provide display language codes, such as PostScript. 
This code is sent to the window server via DPSclient 
block 24 on line 22. After generating this code, the 15 
program requests more events from DPSclient block 
24. 

The preferred embodiment of the present invention is 
implemented in a UNIX-based operating system. Refer- 
ring to FIG. 1, blocks 12, 19 and 23 represent UNIX 20 
processes and are implemented in software. In this in- 
vention, each event is comprised of a number of fields 
that identify the event. These 'fields are type, location, 
time, flags, window number, and event specific data. 
The type field identifies the type of event, such as 25 
mouse down, key up, right mouse key down, left mouse 
key down, etc. The location field contains the x and y 
coordinates of the cursor. The time field is the time 
stamp of this invention. The time stamp is represented 
by an incremental count of the number of vertical re- 30 
trace interrupts that have occurred since the computer 
system was powered up. The flags field is used to indi- 
cate if certain control keys, such as the option key, shift 
key, alternate key, etc, are depressed when the event is 
created. The window number field identifies the screen 35 
display window and associated program that is the 
destination of the event. The event specific data field 
contains information that varies with event type and 
provides additional information about each type of 
event. 40 

This data structure is given by way of example only. 
The invention can be practiced with other event data 
structures. In addition, the particular time stamp used is 
not required, and any suitable method for implementing 
a time stamp can be used without departing from the 45 
scope of this invention. 

The present invention defines and utilizes several 
variables to determine when a wait state exists and so 
identify when a wait cursor should be implemented and 
displayed. These variables are referred to as “lastEvent- 50 
Sent”, “lastEventConsumed”, “ctxtTimedOut” and 
“CurrentTime”. LastEventSent is the time stamp of the 
last event sent to the currently active program. Las- 
tEventConsumed is the time stamp of the last event 
consumed by the currently active program. That is, the 55 
last event executed or operated by the active program. 
CtxtTimedOut identifies a program as “busy” (requir- 
ing a wait cursor) or not busy. CurrentTime is the cur- 
rent real time. 

Each event provided to the window server 19 in- 60 
eludes a time stamp indicating when that event was 
generated. When an event is provided from the window 
server 19 to the program 23, the variable “lastEvent- 
Sent” is updated. LastEventSent is stored in shared 
memory 17 and is updated each time a new event is 65 
provided. 

After the program has executed the event and pro- 
vided a response 22 to the window server, the program 
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requests a new event from the DPSclient block 24. 
When this occurs, DPSclient block 24 sends to the 
window server 19 the time stamp of the last event 
DPSclient block 24 provided to the program. This time 
stamp represents the “lastEventConsumed”. The las- 
tEventConsumed variable is also stored in shared mem- 
ory 17. When the lastEventConsumed is updated, it is 
compared to lastEventSent. If they are equal, 
ctxtTimedOut is set to FALSE. 

At selected timer interrupts, the time stamp of the 
lastEventSent and the lastEventConsumed are com- 
pared. If the time stamps of the lastEventConsumed and 
the lastEventSent are not equal, and the difference of 
the lastEventSent and the CurrentTime exceeds the 
threshold value, (e.g., 0.5 seconds) ctxtTimedOut is set 
TRUE. If ctxtTimedOut is TRUE, the shape of the 
cursor is changed to a wait cursor state (i.e., a spinning 
watch, rotating symbol, etc.) to inform the user that a 
wait state exists. 

The wait cursor is maintained for a fixed time period 
(e.g., two seconds). In one embodiment of this inven- 
tion, a count-down timer is enabled and initialized for 
the length of time the cursor is to be displayed. The 
countdown timer is decremented at each timer inter- 
rupt. Removal of the wait cursor is inhibited unless the 
count-down timer has reached zero, (or other set- 
point), regardless of the results of the comparison of 
lastEventSent, lastEventConsumed and CurrentTime. 
However, comparisons of these variables continue at 
each timer interrupt, even during the fixed wait cursor 
display period. Although a count-down timer is used in 
this invention to implement the display of the wait cur- 
sor for fixed amount of time, any other suitable timing 
scheme can be utilized without departing from the 
scope of this invention. Alternatively, the present in- 
vention may be practiced without the use of a fixed wait 
cursor display period. 

It should be noted that the drawing commands issued 
by the program can have a significant execution time. 
Therefore, the lastEventConsumed variable is not up- 
dated until completion of the drawing commands. 

The present invention provides a system-based wait 
cursor because the code implementing the wait cursor is 
always resident in physical memory. In the preferred 
embodiment of the present invention, the code resides 
in the event driver (and the event driver is always resi- 
dent in physical memory). However, any suitable code 
which resides in physical memory may be used. As part 
of the event driver, a procedure known as vertical re- 
trace is executed at regular intervals (e.g., 68 millisec- 
onds). The present invention takes advantage of the 
retrace interval to poll the shared memory and deter- 
mine whether the wait cursor should be displayed by 
executing an algorithm. In this algorithm, CtxtTimed- 
Out is a boolean expression that describes whether the 
active program has timed out (i.e. is busy) and therefore 
requires a wait cursor. LastEventSent, lastEventCon- 
sumed and ctxtTimedOut are variables in the shared 
memory 17. TheCurrentTime is theCurrentTime in the 
same units as the time stamps. WaitCursorThreshold is 
the amount of time a program must be busy before it 
requires a wait cursor. In the preferred embodiment, the 
algorithm executed by the event driver is as follows: 


if ((lastEventSent lastEventConsumed) && 

(theCurrentTime - lastEventSent > WaitCursorThreshold)) 
ctxtTimedOut = TRUE; 
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-continued 

if (ctxtTimedOut) 

/* PUT UP WAIT CURSOR V 

/• TAKE DOWN WAIT CURSOR V 5 

The preferred embodiment of the present invention 
utilizes the vertical retrace interrupt to provide a regu- 
lar and periodic execution of the wait cursor algorithm. 
Any suitable interrupt event, periodic timing or clock- 10 
ing can be utilized to initiate execution of the wait cur- 
sor algorithm. The wait cursor algorithm should be 
executed at a frequency sufficient to provide a wait 
cursor when required. 

The window server executes an algorithm each time 15 
an application requests a new event. When this occurs, 
the lastEventConsumed variable in shared memory is 
updated and the following algorithm is executed: 

if ((lastEventSent=lastEventConsumed) 20 

ctxtTimedOut = FALSE 

Thus, once a wait cursor has been provided, it is not 
disabled unless the arguments of the event driver code 
are false, ctxtTimedOut is false, and the wait cursor 25 
display period has elapsed. 

The present invention also provides a wait cursor in a 
multi-tasking environment and provides a wait cursor 
during application switching. In the prior art, when 
program code is used to provide a wait cursor, the wait 30 
cursor cannot be accessed during application switching 
when it is required. 

In the present invention, each program has its own 
associated lastEventConsumed and lastEventSent infor- 
mation. The activation and deactivation of programs is 35 
controlled by the window packages block 20. As the 
window packages block 20 activates and deactivates 
programs, it informs the window server 19 of the con- 
text (lastEventSent, lastEventConsumed) of the cur- 
rently active program. When the window server 19 is ^ 
informed of a new active programs context, it stores 
that program’s lastEventSent, lastEventConsumed and 
ctxtTimedOut into the shared memory 17. It accom- 
plishes this by copying the values currently in the 
shared memory into the variables of the currently active 45 
context and copies the values of the context becoming 
active into the shared memory. 

In some circumstances, a context has been deacti- 
vated but is busy, and thus eligible for a wait cursor. In 
the present invention, the vertical retrace is used to only 
check the context of the active program and so the 
context of a formerly active program will not be re- 
viewed. The present invention provides the following 
algorithm for this situation (where “shMem” is shared 
memory): 55 


shMem->ctxtTimedOut = ctxt-> ctxtTimedOut 1 1 

((ctxt->lastEventSent != ctxt->lastEventConsumed) && 
(theCurrentTime - ctxt-> lastEventSent > 
waitCursorThreshold)) 


When lastEventSent lastEventConsumed, and 
ctxtTimedOut are preceded by “shMem”, this refers to 
the variables in the shared memory. When they are 
preceded by “ctxt”, this refers to variables of the con- 65 
text becoming active. 

A flow diagram of the operation of the present inven- 
tion is illustrated in FIG. 2A. At step 30, a user selects 
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an event through a keystroke or cursor operation. At 
step 31, the event driver time stamps the event and 
provides the event to the shared memory. At step 32, 
the window server reads the event from the shared 
memory and determines the destination program. 

At decision block 33, the argument “is the destination 
program active?” is made. If the destination program is 
not :the currently active program, the system proceeds 
to step 34 and the lastEventSent and lastEventCon- 
sumed of the currently active program are switched 
with the lastEventSent and lastEventConsumed values 
of the selected program. If the destination program is 
the active program, the system proceeds to step 35 and 
the event is provided to the event queue of the program. 
At this point the last event variable in the shared mem- 
ory is updated with the time stamp of the latest event. 

At step 36, the DPSclient block provides that event 
to the program. At step 37, the program requests a new 
event. The DPSclient block informs the window server 
at step 38 to update the lastEventConsumed in the 
shared memory with the time stamp of the last event 
executed by the program. 

Next, the window server compares lastEventSent 
with lastEventConsumed at decision block 39. If the 
time stamps of these events are equal, ctxtTimedOut is 
set to “false” at step 40. 

A flow diagram of the event driver algorithm, exe- 
cuted at vertical retrace intervals, is illustrated in FIG. 
2B. During each vertical retrace interval, at step 41, the 
argument “Is lastEventSent = lastEventConsumed?” is 
made. If the argument is true, the system proceeds to 
decision block 42 and the argument “is current time- 
lastEventSent > waitCursorThreshold?” is made. If this 
argument is true, the system proceeds to step 43 and the 
ctxtTimedOut variable in the shared memory is set to 
true, indicating that a wait cursor is required, and the 
system proceeds to step 44. If either of the arguments at 
decision blocks 41 and 42 are false, the system proceeds 
to decision block 44. 

At decision block 44, the argument “Is ctxtTimedOut 
true?” is made. If the argument is true, the system pro- 
ceeds to step 45 and a wait cursor is generated. If the 
argument at decision block 44 is false, the system pro- 
ceeds to step 46 and the wait cursor is removed. In the 
preferred embodiment, the wait cursor is removed only 
if the wait cursor display period has elapsed. 

The threshold value in the preferred embodiment of 
the present invention is approximately one-half second. 
It has been determined that if an operation lasts at least 
one-half second, it is likely to require several seconds 
for execution, necessitating a wait cursor. In other 
words, the distribution of the timing of operations of 
most programs is not linear. There are a large number of 
operations that are executed in less than one-half second 
and a number of operations required greater than a 
half-second for execution. 

A block diagram of the present invention is illustrated 
in FIG. 4. The keyboard 10 and/or mouse 11 generate 
user driven events and provide these events to receiver 
50 on lines 14 and 15 respectively. Receiver 50 provides 
a time stamp to each event and this time stamp remains 
with the event throughout the system. 

The receiver 50 provides each event (with its associ- 
ated time stamp) to a controller 51. Controller 51 deter- 
mines the destination of each event and provides it, on 
one of lines 57A-57N to one of programs 55A-55N 
respectively. Each program has an associated event 
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queue that operates as a FIFO buffer. Each time the 
controller provides an event to the event queue of a 
program, it updates memory 52 with the time stamp of 
that event. This time stamp is stored in memory 52 as 
lastEventSent 53. Each program has its own associated 5 
lastEventSent 53. 

When a program has completed an event, it requests 
the next event from its event queue. The controller 51 
tracks the time stamps of each event provided to the 
program and can determine the time stamp of the most 10 
recently executed event by counting the number of 
requests for events. When a new event is requested, the 
controller 51 updates the memory 52 with the time 
stamp of the most recently executed event as lastEvent- 
Consumed 54. Each program has its own associated 15 
lastEventConsumed 54. 

The time stamp values associated with the lastEvent- 
Sent 53 and lastEventConsumed 54 are coupled to 
equality comparator 58. Equality comparator 58 is 
under the control of an interrupt signal 65. When en- 20 
abled, comparator 58 compares the time stamps of 
lastEventSent 53 and lastEventConsumed 54. 

LastEventSent 53 is provided to subtractor 67 along 
with currentTime value 66. The difference between 
currentTime 66 and lastEventSent 53 is a difference 25 
value 68. The difference value 68 is provided to com- 
parator 61 along with threshold value 60. The threshold 
value 60 may be a fixed value or it may be a user select- 
able value. In the preferred embodiment of this inven- 
tion, it is user selectable. Comparator 61 is also con- 30 
trolled by interrupt signal 65. When enabled, compara- 
tor 61 generates an output 62 based on comparison of 
the difference value 68 and threshold value 60. This 
output 62 is provided to cursor controller 63. 

If output 62 is positive, (difference 68 exceeds thresh- 35 
old 60), cursor controller generates a wait cursor and 
provides it to the display on line 64. If the output 62 is 
negative (difference 68 does not exceed threshold 60), 
the cursor controller disables the wait cursor. The cur- 
sor controller is not described in detail herein. Methods 40 
for generating display cursors of different appearances, 
including animated cursors, are well known in the art. 

The present invention may be implemented on any 
conventional or general purpose computer system. An 
example of one embodiment of a computer system for 45 
implementing this invention is illustrated in FIG. 6. A 
keyboard 10 and mouse 11 are coupled to a bi-direc- 
tional system bus 83. The keyboard and mouse are for 
introducing user input to the computer system and com- 
municating that user input to CPU 81. The computer 50 
system of FIG. 6 also includes a video memory 84, main 
memory 85 and mass storage 82, all coupled to bi-direc- 
tional system bus 83 along with keyboard 10, mouse 11 
and CPU 81. 

The mass storage 82 may include both fixed and re- 55 
movable media, such as magnetic, optical or magneto- 
optical storage systems or any other available mass 
storage technology. Bus 83 contains 32 address lines for 
addressing video memory 84 or main memory 85. The 
system bus 83 also includes a 32-bit data bus for transfer- 60 
ring data between and among the components, such as 
CPU 81, main memory 85, video memory 84 and mass 
storage 82. Alternatively, multiplexed data/address 
lines may be used instead of separate data and address 
lines. 65 

In the preferred embodiment of this invention, CPU 
81 is a Motorola 68030 32-bit microprocessor, but any 
other suitable microprocessor or microcomputer may 
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be used. The Motorola 68030 microprocessor and its 
instruction set, bus structure and control lines are de- 
scribed in MC68030 Users’ Manual, published by Mo- 
torola, Inc., of Phoenix, Ariz. 

Main memory 85 is comprised of dynamic random 
access memory (DRAM) and in the preferred embodi- 
ment of this invention, comprises 8 megabytes of mem- 
ory. More or less memory may be used without depart- 
ing from the scope of this invention. The video memory 
84 is a dual ported video random access memory and in 
this invention consists of 256K bytes of memory. How- 
ever, more or less video memory may be provided as 
well. 

One port of the video memory 84 is coupled to video 
multiplexer and shifters 86 which in turn is coupled to 
video amplifier 87. The video amplifier 87 is used to 
drive cathode ray tube (CRT) raster monitor 88. Video 
multiplexing and shifter circuitry 86 and video amplifier 
409 are well known in the art and may be implemented 
by any suitable means. This circuitry converts pixel data 
stored in video memory 84 to raster signals suitable for 
use by monitor 88. Monitor 88 is of a type of monitor 
suitable for displaying graphic images and in the pre- 
ferred embodiment of this invention has a resolution of 
1120 pixels wide by 832 pixels high. Other resolution 
monitors may be utilized in this invention. 

In operation, the event driver and window server are 
instruction sets which are stored in main memory and 
executed by CPU 81. One or more programs are stored 
in mass storage and paged into main memory as needed 
for access and execution by the CPU 81. The shared 
memory is a subset of main memory 85. 

The values of lastEventSent, lastEventConsumed, • 
ctxtTimedOut and the state of the wait cursor at various 
times T1-T5 are illustrated in FIGS. 3A-3E. Referring 
first to FIG. 3A, at time T1 an event (referred to as 
event “El”) El is provided to the program event queue. 
This event El is directed to program A and is time 
stamped time Tl. Therefore, the value of lastEventSent 
in the shared memory 17 is E1TI(A). At this point, 
there is no lastEventConsumed for the program and so 
the ctxtTimedOut value is false. The wait cursor is 
disabled. 

FIG. 3B illustrates the shared memory 17 at time T2. 
At time T2, a second event E2 is provided to program 
A and the lastEventSent variable in shared memory 17 
is updated to the new value E2T2(A). In addition, the 
first event El has been executed so the lastEventCon- 
sumed value is E1T1(A). A comparison is done between 
the lastEventSent and the lastEventConsumed. The 
time time stamps are not equal, so lastEventSent is com- 
pared to current time. 

At time T3, a new event is sent to the event queue. 
The lastEventSent value is updated to E3T3(A). Event 
E2 has not yet been completed, so the lastEventCon- 
sumed value remains E1T1(A). The time stamp of the 
lastEventSent (T3) is not equal to the time stamp of the 
lastEventConsumed (Tl). Therefore, the time stamp of 
the lastEventSent (T3) is compared to theCurrentTime, 
also T3. Since this difference is zero, the ctxtTimedOut 
variable is false. 

At time T4, illustrated in FIG. 3D, the program is still 
executing event E2 and no new events have been sent. 
The lastEventSent remains E3T3 and the lastEvent- 
Consumed is E1T1. The time stamp of these variables is 
not equal. The currentTime (T4) is compared to the 
time of the lastEventSent (T3). This difference exceeds 
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the threshold level and so the ctxtTimedOut value is 
true and a wait cursor is implemented. 

At time TS, illustrated in FIG. 3E, event E5 is pro- 
vided to program B. Therefore, the lastEventSent and 
lastEventConsumed in shared memory 17 (currently 5 
values for program A) must be switched with the exist- 
ing values for program B. In this case, lastEventSent 
becomes E0T0(B) and the lastEventConsumed for pro- 
gram B is E0T0(B). The time stamp of the lastEvent- 
Sent (TO) and the lastEventConsumed (TO) are equal. 10 
Therefore, a wait cursor is not implemented. 

In the preferred embodiment of this invention, the 
time stamps of the lastEventSent and lastEventCon- 
sumed are stored in shared memory 17. In alternate 
embodiments of this invention, the time stamps of all 15 
events, even those that have not yet been consumed, are 
stored in shared memory. 

Although the present invention has been described in 
terms of identification of wait states to determine the 
necessity of implementing a wait cursor, the invention is 20 
not limited to this application. The present invention 
provides a method and apparatus for using time stamps 
to track events that are provided to programs of a com- 
puter system and having the time stamps returned after 
the program processes those events. This allows the 25 
events to be traced through the computer system, from 
the creation of the event, through the dispatching of the 
event to a program, and after the event has been pro- 
cessed by the program. 

Thus, the present invention provides a means to ob- 30 
tain time related information about events in a computer 
system and to make decisions based on the time related 
information. For example, the time stamp information 
of events can be used for performance monitoring of 
programs and computer systems. 35 

This invention can also be applied to a method for 
controlling a virtual memory paging system. In one 
implementation, the event driver monitors ctxtTimed- 
Out to determine if programs are busy processing 
events, that is, if the computer is in a wait state. If so, 40 
paging operations are inhibited if possible during these 
wait states. Paging operations can have significant ef- 
fects on system performance, and the present invention 
provides a method to defer paging operations to a time 
when the system is not executing user operations. 45 

Each context or program maintains a list of time 
stamps representing an ordered list of all events sent to 
that context and which have not yet been acknowl- 
edged. The first event from the ordered list of the active 
context is stored in the shared memory. A special “sen- 50 
tinel” value (for example, — 1), is used to indicate that 
the context has no outstanding events. In this embodi- 
ment, lastEventConsumed and context busy flags are 
not utilized. However, a lastEventSent variable is main- 
tained in the shared memory. 55 

FIG. 5 illustrates the operation of the invention in this 
alternate embodiment. FIG. 5 is similar to FIG. 2A and 
like element numbers have been used on like steps. Fol- 
lowing step 31, at step 32A, the window server reads 
the event and determines the destination program. The 60 
window server then adds the time stamp of this event to 
the end of the ordered list associated with the destina- 
tion program. At decision block 33, it is determined if 
the destination program is active. If the destination 
program is not active, the lastEventSent for that pro- 65 
gram is read. At decision block 34A, if the lastEvent- 
Sent is equal to — 1 (meaning that the list is empty), the 
lastEventSent variable is updated with the time stamp 
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of this event. If the lastEventSent is not equal to — 1 at 
decision block 34A, the system proceeds to step 34C, 
the lastEventSent value for the program is read in from 
shared memory, and the time stamp of the current event 
is added to the end of the ordered list for that program. 
Steps 34B and 34C then proceed to step 35. 

At step 35, the event is provided to the event queue of 
the destination program. At step 36, the DPS client 
block provides the event to the destination program. At 
step 37, the program requests a new event. At step 38, 
the DPS client informs the window server to update the 
list of the program. At step 39A, the window server 
removes the acknowledged event from the top of the 
ordered list of that program. At decision block 39B, it is 
determined if the list is empty. If the list is not empty, 
the lastEventSent is set to the time stamp of the next 
entry on the list at step 39C. If the list is empty, the 
lastEventSent variable is set to — 1 at step 39D. 

In this embodiment, the event driver utilizes the fol- 
lowing code to determine if a wait cursor is required: 


if (LastEventSent != — 1 && 

theCurrentTime - LastEventSent > waitCursorThreshold) 
/» PUT UP WAIT CURSOR */ 

else 

/* TAKE DOWN WAIT CURSOR V 


Thus, if the lastEventSent is not equal to — 1, and the 
difference between theCurrentTime and the lastEvent- 
Sent is greater than the waitCursorThreshold, a wait 
cursor is implemented. Otherwise, the wait cursor is 
removed. 

Thus, a method and apparatus for implementing a 
wait cursor has been described. 

I claim: 

1. A method for identifying a wait state of a computer 
system comprising the steps of: 

running in said computer system at least one program 
for executing events; 

generating in a receiver a time stamp for each of said 
events at the time of generation of each of said 
events; 

setting a first variable in memory means to be a time 
stamp of the most recently generated event; 

setting a second variable in said memory means to be 
a time stamp of the most recently executed event; 

comparing in a first comparing means said first vari- 
able with said second variable at selected times; 

comparing said first variable with the current time 
when said first variable is not equal to said second 
variable and generating in a subtractor a difference 
value between said first variable and said current 
time; and, 

identifying via a second comparing means a wait state 
when said difference value exceeds a threshold 
value; 

displaying for a first time period a cursor of a first 
type on a display associated with said computer 
system when said wait state is identified. 

2. The method of claim 1 further including the steps 
of: 

generating said difference value after expiration of 
said first time period; 

displaying a cursor of a second type on said display 
when said difference does not exceed said thresh- 
old value; and, 
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cursor control means maintaining said cursor of said said controller setting the value of a first variable in a 
first type on said display when said difference ex- memory means to be the time stamp of the event 

ceeds said threshold value. most recently provided to said event queue; 

3. The method of claim 1 wherein said events are said controller setting the value of a second variable 


events that generate drawing commands to a display 5 
associated with said computer system. 

4. The method of claim 1 wherein said step of com- 
paring said first variable with said second variable is 
performed at a timer interrupt. 

5. The method of claim 4 wherein said timer interrupt 10 
is a vertical retrace interrupt. 

6. A computer system comprising: 

event generating means for generating a plurality of 
events; 

receiving means coupled to said event generating 
means for receiving said events and for generating 
a time stamp for each of said plurality of events; 

control means coupled to said receiving means for 
receiving said events and for providing said events 2 q 
to an execution means for sequential execution; 

memory means coupled to said receiving means and 
said control means for storing a first variable hav- 
ing a value equal to a time stamp of the most recent 
event provided to said execution mean and a sec- 25 
ond variable having a value equal to a time stamp 
of the most recent event executed by said execution 
means; 

first comparing means coupled to said memory means 
for comparing said first variable with the current 30 
time when said first variable does not equal said 
second variable, said first comparing means gener- 
ating a difference value; 

second comparing means coupled to said first com- 
paring means for comparing said difference value 35 
to a threshold value; and, 

cursor control means for selecting a first cursor on a 
display of said computer system when said differ- 
ence value from said second comparing means 
exceeds said threshold and for selecting a second 40 
cursor when said difference from said second com- 
paring means value does not exceed said threshold. 

7. The computer system of claim 6 wherein said event 
generating means comprises a keyboard. 

8. The computer system of claim 6 wherein said event 45 
generating means comprises a mouse. 

9. The computer system of claim 6 wherein said exe- 
cution means comprises a microprocessor. 

10. The computer system of claim 6 wherein said 
receiving means, control means, first comparing means, 
second comparing means and said cursor control means 
are implemented as a plurality of processor executable 
instructions. 

11. The computer system of claim 6 further including 55 
a timer interrupt means coupled to said first and second 
comparing means for controlling the frequency of oper- 
ation of said first and second comparing means. 

12. A method of identifying a wait state of a computer 

system comprising the steps of: 60 

generating in said computer system a plurality of 
events; 

generating in said receiver a time stamp for each of 
said events at the time of generation of each of said 
events; 65 

a controller sequentially providing each of said 
events to an event queue for execution by a pro- 
gram; 


in said memory means to be the time stamp of the 
event most recently executed by said program; 
comparing in a first comparing means said first vari- 
able with said second variable at selected times; 
comparing said first variable with the current time 
when said first variable is not equal to said second 
variable and generating in a subtractor a difference 
value; 

identifying via a second comparing means a wait state 
when said difference value exceeds a threshold 
value; , 

displaying for a first time period a first cursor on a 
display associated with said computer system when 
said wait state is identified. 

13. The method of claim 12 further including the 
steps of: 

comparing said first and second variables after expira- 
tion of said first time period; 
comparing said first variable and the current time 
when said first variable is not equal to said second 
variable and generating said difference value; 
displaying a second cursor on said display when said 
difference value does not exceed said threshold 
value; and, 

maintaining said first cursor when said difference 
exceeds said threshold value. 

14. The method of claim 12 wherein said events are 
events that generate drawing commands to a display 
associated with said computer system. 

15. The method of claim 12 wherein said step of com- 
paring said first variable with said second variable is 
performed at a timer interrupt. 

16. The method of claim 15 wherein said timer inter- 
rupt is a vertical retrace interrupt. 

17. A method for monitoring events in a computer 
system comprising the steps of: 

running in said computer system at least one program 
for executing said events; 

generating in a receiver a time stamp for each of said 
events at the time of generation of each of said 
events; 

generating an ordered list of variables in a memory 
means and associating each of said events with a 
variable in said memory means; 
setting each variable in said memory means to be a 
time stamp of the event associated with said vari- 
able such that the first variable in said ordered list 
is a time stamp of the most recently created event 
and the last variable is a time stamp of the most 
recently executed event; 

comparing said first variable with the current time 
when said first variable does not equal said second 
variable and generating a difference value between 
said first variable and said current time; 
identifying a wait state when said difference value 
exceeds a threshold value; 
displaying for a first time period a cursor of a first 
type on a display associated with said computer 
system when said wait state is identified. 

18. The method of claim 17 further including the 
steps of: 

generating said difference value after expiration of 
said first time period; 
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displaying a cursor of a second type on said display 
when said difference does not exceed said thresh- 
old value; and, 

cursor control means maintaining said cursor of said 
first type on said display when said difference ex- 5 
ceeds said threshold value. 

19. The method of claim 18 wherein said events are 
events that generate drawing commands to a display 
associated with said computer system. 

20. The method of claim 19 wherein said step of com- 10 
paring said first variable with said last variable is per- 
formed at a timer interrupt. 

21. The method of claim 20 wherein said timer inter- 
rupt is a vertical retrace interrupt. 

22. A method for monitoring events in a computer IS 
system comprising the steps of: 

in a receiver generating a time stamp for each of said 
events at the time of generation of each of said 
events; 

in a controller determining a destination user of each 20 
of said events; 

said controller recording a time stamp of a subset of 
said events when said events are provided to said 
destination user; 

processing each of said events by said destination user 25 
and generating an acknowledgment of completion 
of said processing; 
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said controller recording the time stamps of said sub- 
set of events associated with said acknowledg- 
ments; 

generating a difference value between the current 
time and the time stamp of a most recent event 
provided to a destination user and executing an 
operation when said difference value exceeds a 
threshold value; 

said operation comprising identifying a wait state 
when said difference value exceeds a threshold 
value; 

displaying for a first time period a cursor of a first 
type on a display associated with said computer 
system when said wait state is identified. 

23. The method of claim 22 wherein said subset of 
said events comprises all of said events. 

24. The method of claim 22 further including the 
steps of: 

generating said difference value after expiration of 
said first time period; 

displaying a cursor of a second type on said display 
when said difference does not exceed said thresh- 
old value; and 

cursor control means maintaining said cursor of said 
first type on said display when said difference ex- 
ceeds said threshold value. 
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